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RESTORE THIS SECTION OF BANK BY DRY LAYING TWO STACKS OF BOULDERS AND FILLING IN

BEHIND THEM.  STABILIZE EARTH BY SEEDING WITH FESCUE GRASS AND COVERING AREA

WITH EROSION CONTROL JUTE MESH, SECURED BY BIODEGARDABLE STAKES.
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KEY        DESCRIPTION QTY.

L1 TEKA POST-MOUNTED LED LIGHT

L3 TEKA WALL-MOUNTED LED LIGHT

L2 TEKA BOLLARD LED LIGHT

L4 TEKA SURFACE-MOUNTED LED LIGHT
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REMOVE SEVERELY LEANING PINE AND

SURROUNDING DETERIORATING YOUNG BIRCH

REMOVE FOUR (4) MOSTLY DEAD POPLARS

REMOVE TWO (2) SEVERELY LEANING TREES

REMOVE PARTIALLY DEAD ASH

REMOVE TWO (2) SCARRED, DETERIORATING POPLARS

REMOVAL OF FOUNDATION WILL DESTROY

(1) ASH, (1) POPLAR AND (3) CEDAR

PLAN FOR TREE REMOVAL ALONG LAKESHORE

SCAR

451 APPLETREE LAKESHORE SECT.
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465 APPLETREE LAKESHORE SECT.
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